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19”7 IT-RACK

Width: 600 mm
Depth: 1200 mm

IP55
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19" Cooler Cabinets W=600 mm
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LN-YS26U6012-HDAA-CC | 26U 19" Free Standing Cooler Cabinet W=600 mm D=1200 mm | 600x1200x1854 26U 1400 | 2005 | 1910 | 2105 600 19" 1200 736 1 260
LN-YS32U6012-HDAA-CC | 32U 19" Free Standing Cooler Cabinet W=600 mm D=1200 mm | 600x1200x2305 320 1600 | 2205 | 2110 | 2305 600 19" 1200 736 1 310

*CC= LG for Light Grey RAL 7035 & BL for Black RAL 9005 and AG for RAL 7016 Antracite Grey for customers to define while ordering.

**Add +46 kg air conditioner outdoor unit weight to the standard product weight.

***Air conditioner installation should be done by local services. The air conditioner is delivered with enough refrigerant gas (R410A) charged for the connection at a distance of 5 meters. The refrigerant to be added is

calculated on the basis of the length and thickness of the lengthened pipe. The formula is: refrigerant to be added (kg) = 0.07 x L1 (Length of @9.52 copper pipe L1) + 0.045 x L2(@6.35 copper pipe length L2).
If the calculated result is less than 0.1 kg, round it to 0.1 kg. (Please contact Lande for gas charging according to the pipe lenght).
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POLAR Depth: 1200 mim

19” IT-RACK IP55

Air Conditioning System

Air Conditioner on Duty

Front Cold Air Rear

Emergency Case[_ >
Activated Ventilation

System
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Width: 600 mm
Depth: 1200 mm

IP55

Air Conditioning System Unit Performance

POLAR

19”7 IT-RACK

Indoor Unit 50 Hz Version

Commercial References ACRMD4KI-1

3.6 kW (12,300 BTU/hr)

3.5 kW (11,900 BTU/hr) Rated Power
200-240 V~, 1 Ph, 50 Hz

Total Cooling Capacity

Sensible Cooling Capacity*

Rated Power Input

Rated Air Volume 700 m*h (410 SCFM)
Number of Fans 1
IDU Fan Input Power 0.43 kW
Size of Liquid Pipe/Air Pipe Connection 9.52/12.7 mm (0.37/0.50 in.)
Energy Efficiency Ratio (EER) 2.5
Sound Pressure Level 62.5 dB(A)
= . ey —y
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Outdoor Unit 50 Hz Version

Schneider

e

Commercial References

ACRMD4KI-2 (precharged)

Heat Exchange

6.3 kW

Rated Air Volume 1700 m3h (1000 SCFM)
Input Power 1.00 kW

Number of Fans 1

Number of Compressors 1

Sound Pressure Level 51.1 dB(A)
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POLAR Depth: 1200 mim

19”7 IT-RACK IP55

Air Conditioning User Display

ACAC10045 Air Conditioning User Display

Lead time Special Order - Call for Quoted Lead Times

Provided equipment User manual

Height 13.3cm

Width 48.3 cm

Depth 8.4 cm

Net weight 1.3 kg

Mounting preference No preference

Mounting mode Not rack-mountable

Unit Type of Package 1 PCE

Number of Units in Package 1 | 1

Package 1 Height 20 cm

Package 1 Width 30 cm

Package 1 Length 30cm

Package 1 Weight 1.5 kg

EU RoHS Directive Not applicable, out of EU RoHS legal scope
Fan Module

Impeller PBT Thermoplastic Black UL 94 VO

Frame Aluminum Alloy

Motor Shaded Pole Induction Motor

Operation Temperature -10C # +60C

Safety CE, CUL, TUV

Weight 500 g.

Protection Impedance Protected

Connecting Wire Leades & Terminal

Lead Wire AWG # 22 UL 1007 (Optional)

Expected Life 60C 50.000 Hours

*CC= LG for Light Grey RAL 7035 & BL for Black RAL 9005 & AG for Anthracite Grey for customers to define while ordering.
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IP55 Cooler Cabinet
Heavy Duty Caster Set
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LN-ZMN-TKR-65F Heavy Duty Caster Set

Load / kg Temprature Body Wheel Adjusting Knob Material Support Cushion
400 kg -10°C ~ +80°C Alumium Alloy PU PU Steel PU
Schneider
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EMS 501

Environmental Monitoring and Management System

EMS 501 Technical Specifications

Dimensions 380 x 105 x 35 mm

Weight 480 gr

Voltage 12 Volt

Current 500-2000 mA

Communication protocol Communication via standard TCP IP structure or GPRS
Communication compatibility TS EN 61000-6-2

Protection class IP 44

Warranty 2 years

Measurement precision +2% standard

Device operating limits Temperature: -20°C - 80°C, Humidity: up to 85% RH
Temperature measurement range 0°C-80°C (1)

Relative humidity measurement range 0-95% RH (+3)

Measurement frequency 750 ms

Transmission frequency Adjustable transmission frequency

Limit adjusting Adjustable upper-lower limits

Door sensor Magnetic sensor (optional)

Temperature and humidity Internal temperature and humidity sensor

Screen 2x16 LCD screen

GSM identification Yes

Digital input 8 input

Digital output 3 output

Analogue input 8 input

Camera connection Yes

Protocols HTTP, HTTPS, SNMP Traps, Modbus, FTP, SSH, Telnet
Emergency e-mail Yes

Emergency SMS Optional

Siren Yes

USB cam support Yes

L |lande Schneider

RACK CABINET

-



Smoke Sensor
LN-EMS-SS

Smoke Sensor Technical Specifications

Dimensions 130x 130 x 35 mm
Weight 200 gr
Voltage 12 Volt
Current 40 ma
Communication protocol Digital NC/NO dry contact
Warranty 2 years
VWL
‘ Measurement precision +2% standard

Device operating temperature 0°C -50°C
Measurement frequency 20 measurements/minute
Limit adjusting Adjustable upper-lower limits

FEATURES

* High precision * Optical sensor

* 12 Volt input » Wireless

» 85 db sound » Easy mounting

« Testing button

Temperature and Humidity Sensor
LN'E MS'H H S Temperature and Humidity Sensor

Technical Specifications

Dimensions 50 x 33 x 18 mm
Weight 45 gr

Voltage 3.3 Volt DC
Current 20 ma

Communication via standard
TCP IP structure or GPRS

Warranty 2 years

Communication protocol

Measurement precision +2% standard

Temperature: -20°C - 80°C,
Humidity: up to 85% RH

Device operating limits

Measurement frequency 750 ms
Limit adjusting Adjustable upper-lower limits
FEATURES

* High precision

» Temperature and humidity measurement with a single device
* Calibrated digital measurement

* 2 m cable

» Compatible with indoor operations

Schneider E|lande
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Lande Leak Sensor

LN-EMS-LS

FEATURES

* High precision

» Compatible with EMS systems
» Can be connected to and EMS system as a sensor

» Can be connected to alarm systems

» Easy mounting

Leak Sensor Technical Specifications

Dimensions 50 x 33 x 18 mm
Weight 45 gr

Voltage 3.3 Volt DC
Current 10 ma
Warranty 2 years

Measurement precision

+2% standard

Device operating temperatures

0°C-80°C

Measurement frequency

750 ms

Limit adjusting

Adjustable upper-lower limits
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HIKVISION

DS-2CD1323GO0-1U

2 MP IR Fixed Turret Network Camera
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e 1/2.7" Progressive Scan CMOS e BLC/3D DNR/ROI

e 1920 x 1080@30fps ® |Rrange:Upto30m
® 2.8/4 mm fixed lens e 3-Axis adjustment

e Color: 0.028 Lux @ (F2.0, AGC ON), 0 Lux with IR e |P66

e H.265+/H.265/H.264+/H.264 ® Built-in microphone

www.hikvision.com
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CONTACT DETAILS

Headquarters

Address:
Merve Mah. Gazi Cad. No: 17 Phone: +90 216 312 26 53
Sancaktepe - Istanbul / TURKIYE ~ Fax :+90 216 312 09 09

Factory

Address:

20. Cadde No: 14 Eskisehir Phone: +90 222 236 24 66 pbx
Organize San. Bolg. 26250 Fax :+90 222 236 13 53
Eskisehir / TURKIYE

www.lande.com.tr | sales@lande.com.tr



