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19” SAFEbox IP55 
Indoor - Outdoor Cabinet Enclosure
Thermoelectric Coolers - Peltier Device

External or recessed mounting

● Cooling capacities: 30 W, 50 W and 100 W
● AC and DC models available
● Suitable for Indoor and Outdoor applications
● Can be mounted in any position*
● NEMA 4X rated
● Ingress protection rating of IP 66
● Virtually maintenance free

LN-3030, LN-3050, LN-3102, LN-6105
Type LN-3030 LN-3050 LN-3102 LN-6105

Order number recessed LN-3030-3 LN-3050-3 LN-3102-3 LN-6105-3

Order number with frame LN-3030-5 LN-3050-5 LN-3102-5 LN-6205-5

Cooling capacity L35L35 30 W 50 W 100 W

Operating temperature range -20˚C - +65˚C

Setting range n. a. +20˚C - +50˚C (cooling)

39 / 20 m3/h 64 / 23 m3/h 128 / 46 m3/h

Mounting recessed / external (with frame) 

Dimensions A x B x C (D) recessed 110 x 154 x 128 (65) mm 206 x 154 x 135 (75) mm 200 x 304 x 138 (73.9) mm 280 X 350 x 140 (85.5) mm

Dimensions A x B x C with frame 212 x 158 x 131 mm 302 x 158 x 137 mm 302 x 306 x 140 mm 280 x 350 x 148 mm

Housing material Stainless steel 304 (V2A)

Weight (recessed / with frame) 1.8 / 2.6 kg 3.3 kg / 3.9 kg 5.9 kg / 7.4 kg 9.4 kg / 11 kg

ELECTRICAL DATA

Voltage / Frequency 12 V DC 24 V DC 24 V DC 120 - 230 V AC ~ 50/60 Hz

Current L35L35 2.8 A 2.4 A 4.8 A 1.1 A @ 120 V 0.5 A @ 230 V

Starting current 4.3 A 3.7 A 7.4 A 1.6 A @ 120 V 0.8 A @ 230 V

Max. current 2.9 A 2.5 A 4.9 A 1.1 A @ 120 V 0.6 A @ 230 V

Nominal power L35L35 34 W 57.6 W 115 W 126 W

Max. power 35 W 60 W 118 W 131 W

Fuse rating 5 A (T) 4 A (T) 8 A (T) 2 A (T) 1 A (T)

Connection Connection terminal block

Ingress IP protection IP 66

CE, RoHS CE, RoHS, cURus CE, RoHS

* Depending on the mounting situation the condensation management may need to be considered and possibly adjusted.

LN-3030, LN-3050, LN-3102, LN-6105
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19” SAFEbox IP55  
Indoor - Outdoor Cabinet Enclosure
Thermoelectric Coolers - Peltier Device
LN-3030, LN-3050, LN-3102, LN-6105 - Performance Graphs

LN-6105

LN-3030 LN-3050

LN-3102
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19” SAFEbox IP55 
Indoor - Outdoor Cabinet Enclosure
Thermoelectric Coolers - Peltier Device
LN-3152, LN-3200, LN-6155, LN-6205

External or recessed mounting

● Cooling capacities: 150 W, 200 W and 250 W
● AC and DC models available
● Suitable for Indoor and Outdoor applications
● Can be mounted in any position*
● NEMA 4X rated
● Ingress protection rating of IP 66
● Virtually maintenance free

LN-3152, LN-3200, LN-6155, LN-6205
Type LN-3152 LN-3200 LN-3200 LN-6155 LN-6205

Order number recessed LN-3152-3 LN-3200-3 LN-3200-3 LN-6155-3 LN-6205-3

Order number with frame LN-3152-5 LN-3200-5 LN-3200-5 LN-6155-5 LN-6205-5

Cooling capacity L35L35 150 W 200 W 250 W 150 W 200 W

Operating temperature range -20˚C - +65˚C

Setting range n. a. +20˚C - +50˚C (cooling)

120 / 60 m3/h 120 / 120 m3/h 120 / 60 m3/h 120 / 120 m3/h

Mounting recessed / external (with frame) 

Dimensions A x B x C (D) recessed 400 x 180 x 171 (81) mm 500 x 300 x 194 (107.5) mm

Dimensions A x B x C with frame 500 x 188 x 174 mm 500 x 300 x 200 mm

Housing material Stainless steel 304 (V2A)

Weight (recessed / with frame) 9 kg / 12.7 kg 10 kg / 13.7 kg 10 kg / 13.7 kg 16.2 / 19 kg 17.2 / 20 kg

ELECTRICAL DATA

Voltage / Frequency 24 V DC 24 V DC 48 V DC 120 - 230 V AC ~ 50/60 Hz

Current L35L35 7 A 10.8 A 8.5 A 1.4 A @ 120 V 0.7 A @ 230 V 1.9 A @ 120 V 1.0 A @ 230 V

Starting current 11 A 17 A 14 A 2.1 A @ 120 V 1.1 A @ 230 V 2.9 A @ 120 V 1.5 A @ 230 V

Max. current 7.5 A 11.6 A 9.3 A 1.5 A @ 120 V 0.8 A @ 230 V 2.0 A @ 120 V 1.0 A @ 230 V

Nominal power L35L35 170 W 260 W 400 W 170 W 230 W

Max. power 180 W 280 W 440 W 180 W 240 W

Fuse rating 10 A (T) 16 A (T) 13 A (T) 3 A (T) 2 A (T) 3 A (T) 2 A (T)

Connection Connection terminal block

Ingress IP protection IP 66

CE, RoHS, cURus CE, RoHS

* Depending on the mounting situation the condensation management may need to be considered and possibly adjusted.
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19” SAFEbox IP55  
Indoor - Outdoor Cabinet Enclosure
Thermoelectric Coolers - Peltier Device
LN-3152, LN-3200, LN-6155, LN-6205 - Performance Graphs

LN-6205 LN-6155

LN-3200 LN-3152
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19” SAFEbox IP55 
Indoor - Outdoor Cabinet Enclosure
Thermoelectric Coolers - Peltier Device
LN-6405, LN-6805

External or recessed mounting

● Cooling capacities: 250 W, 400 W and 800 W
● AC and DC models available
● Suitable for Indoor and Outdoor applications
● Can be mounted in any position*
● NEMA 4X rated
● Ingress protection rating of IP 66
● Virtually maintenance free

LN-6405, LN-6805
Type

Order number recessed

Order number with frame

Cooling capacity L35L35

Operating temperature range

Setting range 

Mounting

Dimensions A x B x C (D) recessed

Dimensions A x B x C with frame

Housing material

Weight (recessed / with frame)

Voltage / Frequency

Current L35L35

Starting current

Max. current

Nominal power L35L35

Max. power

Fuse rating

LN-6405

LN-6405-3

LN-6405-5

400 W

-20˚C - +65˚C

+20˚C - +50˚C (cooling)

240 / 240 m3/h

recessed / external (with frame) 

600 x 432 x 202 (138) mm

600 x 432 x 208 mm

Stainless steel 304 (V2A)

34 / 37 kg

ELECTRICAL DATA

120 - 230 V AC ~ 50/60 Hz

3.9 A @ 120 V 2.0 A @ 230 V

5.8 A @ 120 V 3.0 A @ 230 V

4.0 A @ 120 V 2.1 A @ 230 V

460 W

480 W

6 A (T) 4 A (T)

LN-6805

LN-6805-3

LN-6805-5

800 W

480 / 480 m3/h

972 x 514 x 200 (138) mm

972 x 514 x 208 mm

66 / 70 kg

7.7 A @ 120 V 4.0 A @ 230 V

11.6 A @ 120 V 6.0 A @ 230 V

8.0 A @ 120 V 4.2 A @ 230 V

930 W

960 W

12 A (T) 7 A (T)

Connection Connection terminal block

IP protection to IEC 60 529 IP 66

CE, RoHS

* Depending on the mounting situation the condensation management may need to be considered and possibly adjusted.
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19” SAFEbox IP55  
Indoor - Outdoor Cabinet Enclosure
Thermoelectric Coolers - Peltier Device
LN-6405, LN-6805 - Performance Graphs

LN-6405 LN-6805
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19” SAFEbox IP55 
Indoor - Outdoor Cabinet Enclosure
Accessories

The assembly is front assembly to the equipment 
mounting rails. For allowing the convection 
of heated air inside cabinets, the shelves are 
structured with ventilation slots. Supply is in 
RAL 9005 Black and RAL 7035 Light Grey 
colors. From steel material, with high technology 
bending strengthening accessory, load capacity 
15 kgs.

RACK MOUNT
SHELVES 2 POINT FIXING Logistics Data

COMPATIBLE WITH
19" SAFEbox Indoor-Outdoor

Cabinet Enclosure

Part Number and 
Product Description
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LN-RAF-RMO-1U20-CC
1U D=200mm 19'' rack mount  shelf, 2 point fixing, for 
all cabinets at 19'' provision, load capacity 15 kgs.

482x200x44 510x240x50 0,9 1,1 10 545x425x400 13 ● ●

LN-RAF-RMO-1U25-CC
1U D=250mm 19'' rack mount  shelf, 2 point fixing, for 
all cabinets at 19'' provision, load capacity 15 kgs.

482x250x44 510x280x50 1,1 1,3 10 545x425x400 15 ● ●

LN-RAF-RMO-1U30-CC
1U D=300mm 19'' rack mount shelf, 2 point fixing, for 
all cabinets at 19'' provision, load capacity 15 kgs.

482x300x44 505x305x50 1,3 1,6 9 545x425x400 17 ● ●

LN-RAF-RMO-1U40-CC
1U D=400mm 19'' rack mount shelf, 2 point fixing, for 
all cabinets at 19'' provision, load capacity 15 kgs.

482x400x44 515x415x55 1,7 2,1 7 545x425x400 14 - ●

LN-RAF-RMO-2U35-CC
2U D=350mm 19'' rack mount shelf, 2 point fixing, for 
all cabinets at 19'' provision, load capacity 15 kgs.

482x350x88 510x360x90 2,1 2,4 4 545x425x400 11 ● ●

* CC= Color Code, LG Light Grey RAL 7035, BL Black RAL 9005, customers to define while ordering.

4 pcs grounding wires, 4 mm diameter yellow 
and green, 40 cm long, for purpose of main eart  
grounding.

GROUNDING SETS Logistics Data
COMPATIBLE WITH

19" SAFEbox Indoor-Outdoor
Cabinet Enclosure

Part Number and 
Product Description
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LN-DGR-TPR-5L40-XX
Grounding Set, 6 grounding point, 4pcs x 4 mm 
diameterx 40cm long yellow/green wires, for basic 
grounding of cabinet chassis and panels

260x55x50 260x55x50 0,2 0,2 30 560x425x122 7,5 ● ●

LN-DGR-TPR-1U10-CC
19'' rack mount 1U Grounding Set, 10 grounding 
point, 4 pcs x 4 mm diameter x 40 cm long 
yellow/green wires, can be installed at any U height 
for all cabinet models, 4pcs set of M6 fixing elements.

482x35x44 500x45x50 0,4 0,45 1 500x45x50 0,45 ● ●

* CC= Color Code, LG Light Grey RAL 7035, BL Black RAL 9005, customers to define while ordering.
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Horizontal cable management segment accesories are for the cable management inside 
the cabinet,  for intend of carrying the cables into the final connection point. have types of 
1/2U, 1U, 2U, brushed type, ring type, with cover plates. Supply is in RAL 9005 Black and 
RAL 7035 Light Grey colors.

HORIZONTAL CABLE MANAGEMENT ACCESSORIES Logistics Data
COMPATIBLE WITH

19" SAFEbox Indoor-Outdoor
Cabinet Enclosure

Product Picture Part Number and 
Product Description
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LN-KDG-YKD-1UKN-CC
1U 19" cable management panel 5 rings

48
2x

72
x4

4

49
0x

80
x5

0

0,32 0,35 32

54
5x

42
5x

40
0

12,85 ● ●

LN-KDG-YKD-1UKT-CC
1U 19" cable management panel, channel 
type, removable front cover plate with clips 48

2x
75

x4
4

49
0x

80
x5

0

0,51 0,55 32

54
5x

42
5x

40
0

19,20 ● ●

LN-KDG-YKD-1UKZ-CC
1U 19" cable management panel, channel 
type, removable insert type sliding cover plate 48

2x
72

x4
4

49
0x

80
x5

0

0,68 0,72 32

54
5x

42
5x

40
0

24,10 ● ●

LN-KDG-YKD-1UFC-CC
1U 19" cable management panel for patchcord 
entry, brushed type 48

2x
12

x4
4

49
0x

20
x5

0

0,25 0,29 40

56
0x

42
5x

12
2

13,50 ● ●

LN-KDG-YKD-1UFO-CC
1U 19" cable management panel for patchcord 
entry, brushed type, with L rear bend patchcord 
holder and tire up panel 48

2x
11

2x
44

49
0x

13
5x

50

0,58 0,76 20

54
5x

42
5x

40
0

17,00 ● ●

LN-KDG-YKD-05FC-CC
1/2U 19" cable management panel for 
patchcord entry, brushed stripe arround the 
patchcord entry 48

2x
12

x2
2

49
0x
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5x

50

0,45 0,64 20

54
5x

42
5x
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0

14,00 ● ●

LN-KDG-YKD-2UKN-CC
2U 19" cable management panel 5 rings

48
2x

72
x8

8

49
0x

85
x9

5

0,65 0,72 16

54
5x

42
5x

40
0

13,00 ● ●

LN-KDG-YKD-2UKA-CC
2U 19" cable management panel, channel 
type, removable angled front cover plate, front 
cover plate is toolless 48

2x
75

x8
8

49
0x

85
x9

5

1,03 1,12 16

54
5x

42
5x

40
0

20,00 ● ●

LN-KDG-YKD-2UKZ-CC
2U 19" cable management panel, channel type 
removable insert type sliding cover plate 48

2x
72

x8
8

49
0x

85
x9

5

1,35 1,47 16

54
5x

42
5x

40
0

25,50 ● ●

* CC= Color Code, LG Light Grey RAL 7035, BL Black RAL 9005, customers to define while ordering

19” SAFEbox IP55 
Indoor - Outdoor Cabinet Enclosure
Accessories
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Led lighting module 12V DC power with 100-240V AC 
power adapter with motion detector IR sensor 19’’ ½U. 
Magnet equipped can be attached to any metallic part 
of enclosure with its magnets. That allows serviceability 
inside cabinet/enclosure. 6000 Kelvin illumination.

SENSORED LIGHTING MODULE Logistics Data
COMPATIBLE WITH

19" SAFEbox Indoor-Outdoor 
Cabinet Enclosure

Part Number and 
Product Description
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LN-DGR-AYD-1UOT-XX
Lighting module 1/2U 19", motion sensor equipped 
automatically operating once doors are open, LED 
LIGHTING, magnet equipped 100-240V AC

482x35x44 500x150x55 0,48 0,65 16 545x425x400 10,4 ● ●

19” SAFEbox IP55  
Indoor - Outdoor Cabinet Enclosure
Accessories

3U 19'' DIN RAIL integrated, electrical distribution 
box supply is in RAL 7035 Light Grey and  RAL 
9005 Black colors. At a capacity of 21 modules. 
Front opening is covered with PVC module cover 
plates can be trimmed as per used capacity.

3U 19'' ELECTRICAL DISTRIBUTION 
BOX and ACCESSORIES Logistics Data

COMPATIBLE WITH
19" SAFEbox Indoor-Outdoor 

Cabinet Enclosure

Part Number and 
Product Description
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LN-PRZ-MOD-3U15-CC
3U 19" electrical distribution box 21 module 
capacity

482x123x133 500x150x155 2,59 2,89 4 545x425x400 13,6 ● ●

LN-PRZ-SGT-316A-XX
CCT breaker, 3 phase,  3x16A 220/380V AC - - - - - - - ● ●

LN-PRZ-SGT-116A-XX
CCT breaker 1 phase 1x16A 220V AC - - - - - - - ● ●

LN-PRZ-SCK-SSRM-XX
Schuko socket, rail type, 250V AC, 16A - - - - - - - ● ●

* CC= Color Code, LG Light Grey RAL 7035, BL Black RAL 9005, customers to define while ordering.
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19” SAFEbox IP55 
Indoor - Outdoor Cabinet Enclosure
Accessories

Aluminium housing, different types and features, power distribution strips are CE 
marked. DIN49440 Schuko types, IEC320 C13 types, BS1363 UK socket types, lighted
on/off switched, 16A cct breaker type, surge protection types are available. A wide 
accessory portfolio is available, possible to configurate special and specific product models 
with different socket types and qtys for projects.

POWER STRIPES ALUMINIUM HOUSING Logistics Data
COMPATIBLE WITH

19" SAFEbox Indoor-Outdoor
Cabinet Enclosure

Product Picture Part Number and 
Product Description
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LN-PRZ-SGT-1U6P-SC
6xDIN49440 socket Schuko power strip, 19” 
1U, aluminium housing, 1x16A cct breaker, 
4000 Watt, 250V AC, 3x1.5 mm², 2,5m cable, 
DIN 49441 plug, CE approval 

48
2x

44
x4

4

50
0x

50
x1

20

1 1,1 27

54
5x

42
5x

40
0

31 ● ●

LN-PRZ-SGT-2U9P-SC
9xDIN49440 socket Schuko power strip,19” 
2U, aluminium  housing 1x16A cct breaker, 
4000 Watt, 250V AC, 3x1.5 mm², 2,5m cable, 
DIN 49441 plug, CE mark

48
2x

44
x8

8

50
0x

10
0x

12
0

1,5 1,7 12

54
5x

42
5x

40
0

22 ● ●

LN-PRZ-AKK-1U6P-SC
6xDIN49440 socket Schuko surge protection 
power strip, 19” 1U, aluminium housing, 16A 
lighted on/off switched, 4000 Watt, 250V AC, 
3x1.5 mm², 2,5m cable, DIN 49441 plug, CE 
approval 

48
2x

44
x4

4
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0x
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x1

20

1 1,1 27

54
5x

42
5x

40
0

31 ● ●

LN-PRZ-ONF-1U6P-UK 
6xBS1363 UK socket power strip, 19” 1U, 
aluminium housing, lighted on/off switched, 
13A 3250 Watt, 250V AC,3x1.5 mm², 2,5m 
cable, 13A BS1363 plug, CE mark.

48
2x

44
x4

4

50
0x

10
0x

12
0

1,2 1,4 24

54
5x

42
5x

40
0

34 ● ●

LN-PRZ-SGT-1U6P-IE
6xIEC 320 C13 socket power stripe, 19”  
aluminium housing, 1x16A cct breaker, 4000 
Watt, 250V AC, 2,5m cable,DIN 49441 plug, 
CE approval 

48
2x

44
x4

4
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0x

50
x1

20

1 1,1 27

54
5x

42
5x

40
0

31 ● ●

LN-PRZ-ONF-1U8P-SC
8xDIN49440 socket Schuko power strip, 19” 
1U, aluminium housing,16A lighted on/off 
switched, 4000 Watt, 250V AC,3x1.5 mm², 
2,5m cable, DIN 49441 plug, CE approval 

48
2x

44
x4

4

50
0x

50
x1

20

1,1 1,2 27

54
5x

42
5x

40
0

34 ● ●

For more information or other models please have a look at PDU brochures or website links at website at www.lande.com.tr



19” SAFEbox IP55 Indoor-Outdoor Cabinets, Enclosures Free Standing Usage and Accessories
36

19” SAFEbox IP55 
Indoor - Outdoor Cabinet Enclosure
Accessories

Ready pre-installed, plug-in and run style, with 0-60°C operating 
analogue thermostat switch and plugs. Each fan has an air flow capacity
of 2,63-3,03 cbm/min. Fan technical data: 13,8/11, 8W, 220/240 
VAC, 50/60 Hz, 0,14/0, 12A, 2550/2750 rpm 43-47 dB-A noise level.
Fan life: 50.000 hours at 40°C.

FAN MODULES with ANALOGUE
THERMOSTAT Logistics Data

LN-SBI-FS
LN-SBO-FS
LN-SBD-FS

Indoor - Outdoor Configurated for 
Free Standing Usage

Part Number and 
Product Description
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LN-FAN-THM-2FWMIP-LG
2 fan module thermostat switched, filtered for 
SAFEbox IP55 Cabinets

346x175x50 380x160x60 1,97 2,20 15 545x425x400 34,9 ● -

LN-FAN-THM-2FWMIP-LG-48 
Fan module thermostat switched, filtered for 
SAFEbox IP55 Cabinets, 48V DC

346x175x50 380x160x60 1,97 2,20 15 545x425x400 34,9 ● -

LN-FAN-THM-4FLNIP-LG
4 fan module thermostat switched - filtered 
for SAFEbox IP55 Outdoor Single / Double 
Skin Cabinet Enclosure

430x417x45 465x425x65 3,9 4,1 10 595x510x530 41 - ●

LN-FAN-THM-4FLNIP-LG-48
4 fan module thermostat switched, filtered for 
SAFEbox IP55 Outdoor Single / Double Skin 
Cabinet Enclosure, 48V DC

430x417x45 465x425x65 3,9 4,1 10 595x510x530 41 - ●
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19” SAFEbox IP55 
Indoor - Outdoor Cabinet Enclosure

Lacquer UV printing any art design required for your project demands, fits to environment, fits to topology and deployment alignment of 
your projects. Any kind of design, or letters/texts can be applied on front door.

Lacquering is needed for protection against UV effect coming from sun radiation. You imagine and we can design it. Lande can provide  
art design application from our in housed marketing department.



19” SAFEbox IP55 Indoor-Outdoor Cabinets, Enclosures Free Standing Usage and Accessories
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19” SAFEbox IP55 
Our Recommended Products

A full range of Environmental Management 
System modules are available, standalone or 
Networked to allow local or remote monitoring 
which allows Administrators to effectively manage 
your valuable assets, options for Camera’s, 
Smoke sensors, Temperature and Humidity 
sensors, Moisture Sensors, and access sensors. 

Advantages, Remote monitoring of multiple sites, 
High security and internal audit capability, Corrective 
and preventive actions, Instant and retrospective 
reporting and analysis.

Environmental Monitoring and Management System

A full of Access Control and Locking systems 
available for to whole Lande range, from 
round key locked single point, swing lock
three-point locking, combination locks, Keypad 
locking, RFID Card reader locking, Finger print 
readers and Retina (Eye) Reader Locking.

If integrated with Lande EMS systems, remote 
monitor locking can be achieved.

Access Control Systems

A complete range of Power Distribution Units are 
available from Basic economical units or full remote 
monitoring intelligent Units, IEC320 C13, BS 3pin 
UK type, DIN 49440 Schuko, 16A Breaker and 
Surge protection, 19” Horizontal and Vertical units 
either basic on/off switch to intelligent units with built 
in network point to allow multiple remote monitoring 
of various sites are available.

Power Distribution Unit
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