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MobileQube
Konteyner Veri Merkezi

Taşıyıcı Taban Ayakları

Teleskopik Kablo Yönetim Kanalları 

Güvenlik Sistemleri

Rack Kabinetler
42Ux600/800x1100 mm

Fiber ve Tel Tipi Kablo
Yönetim Kanalları

Soğutma İç Ünitesi
(DX&CW)

Modüler UPS
45-90 kVA

Ortam İzleme Sistemi

Kablo Girişi

Konvansiyonel Yangın Algılama
ve Söndürme Sistemi 
(FM200 ve NOVEC)

Güvenlik ErişimiMarine Tip Ses ve Isı Yalıtım
Sistemi
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MobileQube
Konteyner Veri Merkezi 
Ürün Seçim Tablosu

Lande MobileQube Konteyner Veri Merkezi Ürün Seçim Tablosu

Structure

Model - LN-MQ20 LN-MQ40 LN-MQ45
Type - ISO Container, Marine Type High Cube ISO Container, Marine Type
Insulation - B Class Fire Protection, 142 kg/m³  Rockwool
Height mm 2.591 2.896
Width mm 2.438
Lenght mm 6.058 12.192 13.716

Energy

Power per Rack kW/rack up to 8kW/rack
Redundancy - N / N + 1 / 2N

UPS - 1. Modular 45 to 90 kVA with 15 kVA modules 
2. Rack Type 10 and 20 kVA

Battery Backup Time min 5 15 30

Energy Input
- 3 Phases, 400 Volt, 50&60 Hz

- Mono Double with ATS

PDU's

Types
Basic Monitoring Smart

0U, Vertical

Inpur 1P, 250 V, 3x4 mm Cable (8 kW) 3P, 400 V, 5x6 mm Cable (20 kW)

Output's up to 32 ea C13 + 6 ea C19 
1 Phase, 250 V

up to 32 ea C13 + 6 ea C19 
1 Phase, 250 V

up to 24 ea C13 + 4 ea C19 
1 Phase, 250 V

Cooling

Cooling Type DX-Direct Expansion CW-Chilled Water

Capacity per Unit kW/unit 20 kW/unit 30 kW/unit

Redundancy - N / N+1
Dimensions mm 42U x 300 x 1100 mm

Racks 19"

Type Server Rack Network Rack

Dimensions mm 42U x 600 x 1100 42U x 800 x 1100

Amount ea 6 ~ 10 0 ~ 2

Fire Suppression

Type Gas FM200 NOVEC 1230

Detection Conventional

Detection Sensors Optical Smoke Aspirating Smoke

Environmental Monitoring

Main Unit 1U, Rack Type, Electronic Controller

Sensors Temperature, Humidity, Rack Doors per Rack, Temperature, Humidty, Water Leakage, Smoke 
Sensors for Container

Security Biometric, Keypad, RIFD (optional)

Cameras 2~4 pcs. IP Cameras in Container (standard) 
2~4 pcs. IP Cameras out of Container (optional)
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MobileQube
Konteyner Veri Merkezi 
Teknik Çizimler
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MobileQube
Konteyner Veri Merkezi 
Teknik Çizimler
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MobileQube
Konteyner Veri Merkezi
Özellikler

19’’42U g:600/800 d:1100 Rack Kabinetler 
Kaydırma Mekanzimalı

Konvansiyonel Yangın Algılama
ve Söndürme Sistemi 
(FM200 ve NOVEC)

Kapalı Sıcak ve Soğuk Koridor 
Uygulamaları

Güvenlik ve Erişim Kontrolü Temel Kilitleme Sistemleri, 3 Haneli, Tuş 
Takımlı, RFID, Parmak İzi (Opsiyonel)

Fiber Kablo Yönetim Kanalları, 
Tel Tipi Kablo Yönetim Kanalları, 
Teleskopik Kablo Yönetim Kanalları 

Her Koridorda Acil Çıkış Kapısı
(Sıcak koridorda 1, Soğuk koridorda 1 
adet) ve Ana Giriş

Soğutma İç Ünitesi Sensörler

Soğutma Dış Ünitesi Ortam İzleme Konsol Ünitesi PDU Modülleri; Temel, İzlenebilir-
Yönetilebilir



İLETİŞİM BİLGİLERİ
Merkez

Fabrika

Adres:
Merve Mah. Gazi Cad. No: 17
Sancaktepe - İstanbul / TÜRKİYE

Adres:
20. Cadde No: 14 Eskişehir
Organize San. Bölg. 26110
Eskişehir / TÜRKİYE

www.lande.com.tr  |  satis@lande.com.tr

Telefon 
Fax 

: +90 216 312 26 53 
: +90 216 312 09 09

Telefon 
Fax 

: +90 222 236 24 66 pbx
: +90 222 236 13 53


